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start to a peaceful dialogue.

The layout, size and all materials will be decided on in months to come
through design sessions and town hall meetings.
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OPTION 1 PLAN
EXSTNG SANCTUARY, CONNECTING CORRIDOR AND FOYER
REMOVED.

NEW NARTHEX AND RECTANGULAR SANCTUARY TO BE BUILT

NEW COVERED PORTICO ADDED TO HANDICA® ENTRANCE
ALL CONSTRUCTION AT GRADE LEVEL

FRONT OF NEW BUILDING APPROXIMATELY 31'~8" BACK
FROM FACE OF EXISTING CHURCH.

NEW BELL TOWER TO BE BULT

NEW BELL TOWER
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OPTION 2 PLAN

EXISTING SANCTUARY, CONNECTING CORRIOOR AND FOYER
HAVE BEEN REMOVED.

NEW NARTHEX AND RECTANGULAR SANCTUARY TO BE BUILT
NEW COVERED HANDICAP ENTRANCE ENTRANCE.

ALL CONSTRUCTION AT GRADE LEVEL

FRONT OF NEW BUILDING APPROXIMATELY 27'-0" BACK
FROM FACE OF EXISTING CHURCH.

NEW BELL TOWER TO BE BUILT
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Option 3 Plan



