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New Church Building



The Option 3 Plan

ÅDemolish entire church structure.

ÅSalvage art glass, pews, furniture, fixtures & misc.

ÅCap/ relocate utilities.

ÅRemove foundations and backfill with clean fill.

ÅSite ready for new construction.

ÅBuild new church structure in phases. 



New Church Building



Phase 1
Demolish existing 

structure, add a new 

office complex, 

Portico, updated 

parish hall, & bump 

out for existing Altar 

(future Narthex)



Add a drive through Portico to the 

existing foyer creating a covered drop off 

point for the congregation and visitors.



Add a new office complex off the foyer 

creating a true business area easy to 

locate for visitors.



Update the parish hall for use as 

overflow seating by insulating, adding 

drywall, paint and updated heating 

system.



Phase 2
New Church Building



Phase 2

Add a new church structure attached to 

the parish hall sized for todayôs needs as 

the hall will allow for overflow. 

Incorporate selected materials from 

existing church building.



Reasons for Option 3

ÅMaintain the history of  St. 

Johnôs property

ÅEnergy efficient

ÅFlexibility of space

ÅHandicap accessible



COSTS

Church, Offices, Hall renovation, Portico, 

and church demolition.

Phase 1 - $500,000

Phase 2 - $800,000

Total Building Project Budget    

$1,300,000

Includes Architects, Engineers and 

Contingency fees.
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